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Product Information Sheet

Daycon Products Company, Inc.   16001 Trade Zone Avenue, Upper Marlboro, MD 20774  

Local: (301) 218-1000  Toll Free: (800) 394-0019  Fax (301) 218-7191

This sheet is not a  Safety Data Sheet (SDS), nor does it satisfy the requirements to have one.  All information on this sheet is believed to be accurate, but no warranty is expressed or implied.  The product described herein is for use only by trained, professional, cleaning personnel.

           FRESH 'N CLEAN

Carpet Pre-Spray and Bonnet Cleaner
Description:

A 100% active blend of natural citrus solvents and deep-cleaning detergents designed for use as a traffic lane pre-spray or bonnet cleaning solution. This product dissolves grease, oil, tar, and other hard-to-remove soils. Leaves a fresh orange fragrance. Safe to use on all fibers. Test prints or oriental carpets before use.

Benefits:



· Natural solvent base is ecologically and humanly safer than petroleum or  chlorinated solvents

· Loosens and removes many soils water based chemicals cannot attack

· Deodorizes as it cleans naturally

Specifications:
Appearance:



Clear liquid

Color:




Colorless

Odor:




Orange

Use Dilution:



1:2 for pre-spray; 1:4 for bonnet cleaning

Storage Stability:


Two year minimum in closed container
Protective Clothing:


See Safety Data Sheet (SDS)
VOC’s, % as is:



97-100

Product Conformance:


Manufactured by an ISO 9001:2008 registered company.

Comments:

Fresh 'N Clean can also be used as a laundry pre-wash spotter for grease, tar, and many other stains.

Directions:

Traffic Lane Pre-Spray: For heavy soil, tar, asphalt and tough grease, use product undiluted. For lighter soils, mix 1 quart of product with 2 quarts of water. Use a tank

sprayer set to fan spray and lightly spray the surface to be cleaned. Allow pre-spray to set

5-10 minutes before shampooing or extracting. Bonnet Cleaning: Mix 1 quart of product with 1 gallon of water. Using a tank sprayer set to fan spray, wet surface of carpet. Work

area with carpet bonnet, turning the bonnet as it becomes dirty. Overlap and work carpet

evenly to prevent streaking. If mixture sets for more than 1 hour, shake before using. Rinse bonnets clean after using.
Product Disposal: 
Dispose of in accordance with local, state, and federal regulations. It is recommended that the high density polyethylene container and any corrugated packaging be recycled.

Packed:



	Packaging/Description
	Item Code

	Gallon (4 per case)
	FRCLGAL


Date:


May 2, 2013
